CONNECTION DIAGRAM

Ethernet Switch
(Minimum 100 mbit switch)

w:

All Ethernet Switch cabling:
Minimum Cat5 with
RJ45 connectors

C-form LA 4
16A plug
| S 16 o
|
100 - 240V ol 1 1]
50 - 60 Hz “Jef ¥ ¢

Power consumption for
each LB-100 (7 pixels)

At

=7.5 Watt
Each LB-100
(7 pixels) uses
21 DMX channels
WWW
— \
RJ45 —

TLD-612A

@ ko] @
£ £ £
< < <
B ‘7|— s —|7- T TiDeI2A ‘7|— ' —|7- T TLD612A ‘7|— - ,- T TiD6IA
C-form 16A plug T 11777
female / male P9 97 9
link-thru premounted
SGM Art-Net Configurator
can be downloaded from
www.sgmlight.com

Recommended maximum 5
units on each Artnet string, due
to latency.

Each TLD-612A
output runs up
to 8 LB-100

Power Consumption
for Each Output

Power
Product ‘ ﬁ':fqg; consuomsnon
LB-100 1 5.4 Watt
LB-100 2 10.8 Watt
LB-100 3 16.2 Watt
LB-100 4 21.6 Watt
LB-100 5 27.0 Watt
LB-100 6 32.5 Watt
LB-100 7 37.8 Watt
| LB-100 8 43.2 Watt
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