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4. Upgrade procedure

Remove covers Remove original display (Full upgrade only)

Attach antenna and white plastic spac-
er, plug the CRMX PCB in the new dis-

play, reattach display and reconnect wiring

Remove handle and side cover

Clip cable tie and remove glued cable tie holder Route the antenna through
space in housing to the side
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Note

The antenna needs to be mounted in a way to prevent it from touching the metal housing. In ROBIN®
300/600 LEDWash, use foam spacer to ensure that the antenna is kept inside plastic cover, in larger fix-
tures (e.g. ROBIN® MMX Spot) tie the antenna onto self adhesive holding cube.

Smaller fixtures (ROBIN® 300/600 LEDWash...) use foam spacer:

Attach self adhesive foam spacer, it
will keep the antenna inside the cover

Attach the cover while pushing the antenna
into a small depression in the plastic cover

Larger fixtures (e.g. ROBIN® MMX Spot...) use adhesive holding cube:

Attach self adhesive holding cube
and fix the antenna with a cable tie

Attach the cover while ensuring that the an-
tenna fits into a space in the plastic cover
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Attach and bolt front panel, side cover and handle Reconnect grounding wire and attach top cover

The menu now contains some new
items, like DMX input selection...

...and Linking/Unlinking/Signal Strength.

The upgrade is now done. Run the unit and test if everything, including DMX/Wireless, works correctly.

A. Revision History
Revision 1-0 Wed 14 Mar 2012 Petr Vanek petr.vanek@robe.cz

initial release

Revision 1-1 Tue 17 Apr 2012 Petr Vanek petr.vanek@robe.cz
included addition of foam spacer, new YouTube link

Revision 1-2 Tue 19 Jun 2012 Petr Vanek petr.vanek@robe.cz
changed to include Full/Small upgrade, new YouTube link

Revision 1-3 Mon 28 Jan 2013 Petr Vanek petr.vanek@robe.cz
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